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BURGUNDY TRIM CAP OR 3004
PURPLE RED METAL RETAINERS

.177 CYRO #SG-015-2 WHITE ACRYLIC

MATERIAL COLORS
177 CYRO #SG-211-1 RED FACE W/3M 3630-49 
BURGUNDY TRANS. VINYL OVERLAY

3M 7725-12 BLACK OPAQUE VINYL LAID UNDER 
3M-3660-49 BURGUNDY TRANS. VINYL

SPRAYLAT 3004 PURPLE RED

1

Fabricated Aluminum Channel
Letters  W/.050 Returns 

Painted Spraylat Purple Red (3004)
and .090 Welded Backs.

Interior of Letters
to be Painted Semi-Gloss White.

1” Burgundy Trim Cap Retainer.
On Ltrs. 42” And Above Use

Fabricated ½” X 1” Alum. Retainer,
Color To Match Returns.

.177 Cyro # SG-015-2 White Faces W/First
Surface 3M 7725-12 Black Opaque Vinyl Laid

Under 3M 3630-49 Burgundy Trans. Vinyl

GE LED POWER SUPPLIES

GE POWER WHITE (71K)
Every Other Module to be

Mechanically Secured

 
3/8” ASTM A-307 Mounting Hardware

Appropriate for Wall Construction
(NON-CORROSIVE)

¼” Weep Holes (3 qty.)
W/Covers In Letter Bottom 

Individual Cut-Off
Switch on Each Letter-
Mounted So Toggle
Moves Horizontally.

6”

120v Electrical
& J-Box by Owner & 
Final Hook-Up by 
G.C. Electrician

COST PLUS BANNER
TYPICAL ACRYLIC FACED LETTER SECTION

12’ Whips Out Back of
Each Letter -
Supplied w/ Ltrs. 

Greenfield Conduit
Supplied by Installer 

Detail Below

Fabricated Aluminum Channel
Letters  W/.050 Returns 

Painted Spraylat Purple Red (3004)
and .090 Welded Backs.

Interior of Letters
to be Painted Semi-Gloss White.

1” Burgundy Trim Cap Retainer.
On Ltrs. 42” And Above Use

Fabricated ½” X 1” Alum. Retainer,
Color To Match Returns.

.177 Cyro # SG-211-1 Red Faces W/First  
Surface 3M 3630-49 Burgundy Translucent Vinyl

GE LED POWER SUPPLIES

GE TETRA MAX RED 
Every Other Module to be

Mechanically Secured

 

3/8” ASTM A-307 Mounting Hardware
Appropriate for Wall Construction

(NON-CORROSIVE)

¼” Weep Holes (2 min. per letter)
W/Covers In Letter Bottom or as Required 

Individual Cut-Off
Switch on Each Letter-
Mounted So Toggle
Moves Horizontally.

6”

120v Electrical
& J-Box by Owner & 
Final Hook-Up by 
G.C. Electrician

WORLD MARKET LETTERS
TYPICAL ACRYLIC FACED LETTER SECTION

12’ Whips Out Back of
Each Letter -
Supplied w/ Ltrs. 

Greenfield Conduit
Supplied by Installer 

Detail Below

WM-CP 2’6” X 18’9” BURGUNDY

GE LED LAYOUT

PS #2 PS #3 PS #4 PS #5 PS #6 PS #7 PS #8 PS #9 PS #10 PS #11 PS #12
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CIRCUIT #1: 7.8 AMPS

PS #1

1

SCALE:3/8” - 1’-0”

1" DEEP FCO SIGN FOAM BURGUNDY LETTERS 
W/.040” FCO ALUM. ADHERED TO FACE. PTM 
WORLD MARKET BURGUNDY LETTER RETURNS.
PIN MOUNT OFF WALL USING 1" SPACERS. 

SCALE: 3/8” - 1’-0”

INDIVIDUAL CHANNEL LETTERS  |  ONE SET REQ'D.ASIGN TYPE

TAGLINE OPTION: 

7 1/2" Gourmet Food    Furniture    Decor & Gifts
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ELECTRICAL SPECIFICATIONS

GE POWER SUPPLIES 120V - (13) REQ’D 
GEPS 12-60 (13) @ .85 AMPS =  8.5

TOTAL AMPS = 8.5 (Typical)

(1) 120V-20 AMP CIRCUIT REQUIRED
16 AMP MAXIMUM LOAD PER 20 AMP CIRCUIT

SPECIAL CONSTRUCTION NOTES:

1) ALL L.E.D.’s IN LETTERS AT A PARTICULAR LOCATION MUST HAVE SAME BIN#.
2) SPRAYLAT SEMI GLOSS PAINT ON ALL RETURNS AND RETAINERS PER CUSTOMER APPROVED CONTROL SAMPLE.
3) NO ADHESIVE TO BE USED TO ATTACH FACE MATERIAL TO THE METAL RETAINERS.
4) ALL WEEP HOLES IN LETTERS TO HAVE WEEP HOLE COVERS @  INTERIOR.

.177 CYRO FACE

1/4”    WEEP
HOLES (2 MIN)

1/2

ALUM. BACK

ALUM. RETURNS
PAINTED

FABRICATED 1/2” X 1”  ALUM. RETAINER
 SEE DETAIL 4 FOR ALTERNATIVE

LOCATE SCREWS
FOR ACCESS

ATTACH
AS REQ’D

.177 CYRO FACE

ALUM. RETURNS
PAINTED

1” PLASTIC 
TRIM CAP

2

1

11.7 sq ft

46.9 sq ft

11.7 sq ft
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angie_seguin
Dimension
2'-0"

angie_seguin
Dimension
15'-0"


